dd 
Spring Cord Protector; 
No. S-1176 


“TWO i 


U.S.A. 
DESCRIPTION LIST PRICE 
Screw Term. Black Handle. $0.75 


Spcial: Similar to No. 240, except with ‘'Inte- 
| gral Cord Clamp." Black Handle. 


Screw Term. Red Handle. $0.75 245 


$0.90 


Special: Similar to No, 245, except with ‘‘Inte- $0.90 
gral Cord Clamp."' Red Handle. 

Solder Lug Term. Black Handle. $0.70 
Solder Lug Term. Red Handle. $0.70 
Screw Term. Shield Type Handle. $1.05 
Special: Similar to No. 270, except with ‘Inte- $1.20 
gral Cord Clamp." Shielded Handle. 

Solder Lug Terminals. Shield Type Handle. $1.00 
Special: Shielded Type. A wide insulator be- $1.05 


tween tip and sleeve makes possible its use as 
2-conductor plug in a 3-conductor Jack without 


shorting. 

Special: Solder Lug Terminals. Black Handle. $0.75 $-250 
-206” dia. sleeve and tip. 

Special: Solder Lug Terminals. Shielded Handle, $1.00 $-280 


.206” Dia. sleeve and tip. 


Special: Similar to No. 280 but short sleeve for $1.25 R-280 
Revere Recorders. Mates with No. 126 ‘‘Ex- 
tension Jax.” 


THREE CONDUCTOR 


Black Handle. 


Screw Terminals. 


-206” Dia. 


Special: Screw term. Black Handle. 
sleeve and tip. 


Combination Clamp and Solder Lug Terminals. 
Black Handle. 


Combination Clamp and Solder Lug Terminals. 
Red Handle. 


Screw Terminals. Shield Type Handle. 


Special: Screw Term, Shielded Handle. .206” 
Dia. sleeve and tip. 


Combination Clamp and Solder Lug Terminals. $1.30 297 
Shield Type Handle. 


Packed 10 per standard package. 


TIP TERMINAL 
INSULATING TUBE 
2 CONDUCTOR “'LITTEL PLUG” 


Shown with solder lug terminals & shielded handle. Type 280 — Typical. 
(SLEEVE TERMINAL 


8 
SLEEVE TERMINAL 


VPITTIIILALLLELIL LILI 


-RING TERMINAL 


3 CONDUCTOR 7 PLUG” 
Shown with screw type terminals & tenite handle. Type 260— Typical. 


“Phone Plugs 
—“Tini Plugs’. 
“Flat Plugs". « . 


“Extension Jax” i |! 
merry Military Type. Page 5. 


“tittel Plugs” Military mt 


| — Twin Plugs” — 
‘Military Type. .Page | 6 


“Avellebla at all leading Electronic and. Radio Parts Jobbers — + 


““LITTEL- PLUG” 

SWITCHCRAFT'’S engineers, backed by years of experience, 
brought forth in the “Littel-Plug” the first really new development 
in phone plug design in more than a decade. Leading engineers 
heartily agree that the unusual design of this plug made” the 
simple jack-plug combination desirable wherever dependable 
connectors are needed. Note these features: 


1. Various terminal combinations, for example: 

(A) Dual purpose sleeve terminal clamped over metal 
braid of shielded wire cables, provides cable anchor 
and can easily be soldered for a perfect electrical 
connection. 

(B) Sleeve terminal can be clamped over outer insula- 
tion of two-conductor cable; extra lug in terminal for 
wire connection. 

(C) Screw Terminal type has no cable clamp. One screw 
in each terminal. 

2. Handle and body of plug of minimum diameter yet plugs 
fit standard Jacks. 

3. High grade insulation throughout. 

4, One-piece tip rod staked into the tip terminal to insure 
tightness; no disassembly of tip during use of the plug. 

5. Terminals and body of plug interlock eliminating any 
shifting of the assembly. 

6. Available in molded plastic Handles of different colors or 
with brass Nickel Plated Shells for shielding (also rec- 
ommended for rough usage). 

7. Spring Cord Protector, No. S-1176 shown in photograph, 
is not furnished with standard plugs, but is available to 
equipment manufacturers for use with 3/16” diameter 
cable, on special order. 


8. Nos. C-240, C-245 and C-270 feature “Integral Cable 
Clamp” which provides a "True Cable Anchor Strain 
Relief.” 

For applications where it is desirable to polarize (use plugs of 
different sizes to prevent insertion of incorrect equipment), a ‘‘Littel 
Plug” identical to the Nos. 250, 260, 280 and 290, except for a sleeve 
and tip with a diameter of .206”, is made available as Nos. S-250, 
S-260, S-280 and S-290 respectively. Nos. S-250 and S-280 are often 
used as microphone input in magnetic recorders. Mate with No. 
§-128 “Extension Jax” and S-11 “‘Littel-Jax.’’ Nos. S-260 and S-290 
are interchangeably used with Military Type PJ-068 (Switchcraft 
No. 480) plugs. Mate with jacks S-12B, S-13B, M-444, MT-342B, 
MT-344B and others. 


For Military type plugs, see pages 5 & 6. 


SPECIFICATIONS 


SLEEVE, TIP, AND BODY: All machined from brass, 
Bright Nickel plated. 


TERMINALS: Brass, hot tin dipped: Two types—Solder 
lug or screw type (Screws No. 3-48). 


HANDLES: Molded Type—Black or Red Ethyl Cellulose. 
Shield Type—Machined brass, bright nickel plated. 
Tubular insulator inside handle. 


Type -... Pages 5 ae 
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“LUG PLUGS” 


PHONE PLUGS 


A very popular general purpose plug to fit all standard jacks 
is available in both 2- and 3-conductor types. 

The TWO CONDUCTOR TYPE available with handles made 
of black molded bakelite or 3 different lengths of brass nickel 
plated (shielded), especially featuring: 

1. A one-piece tip rod staked into the tip-terminal to insure 
tightness of the plug. 

2. All essential electrical conducting members are made of 
brass with the external parts nickel plated. 

3. Broad headed screws in each terminal, On special order, 
in production quantities, the screws may be eliminated 
and the terminals hot-tinned for easier soldering of the 
wire leads to the sturdy terminals. 

4. Screw type terminals feature grooves which will accom- 
modate one or two cord tips. 


The THREE CONDUCTOR TYPE also available with a black 
molded handle or shielded type shells. This plug is made with 
solder lug connections only. Fit standard jacks with .251" I.D. 
sleeves only. 

The No, 475 PLUG is similar to the No. 70, except it has been 
made to meet the requirements of the NME Specification MIL- 
P-642(1) as type PJ636. Features a 1%4" long brass, nickel plated, 
2-piece handle that has a built-in cable clamp. For other military 
type plugs, see pages 5 & 6. 


“SILENT PLUG” 


Two conductor plug featuring a circuit closing device, when 
removed from Jack. Ideal for use with electrical musical instru- 
ments. Automatically “shorts’’ input of amplifier eliminating 
“squeals” if plug is accidentally touched. Patented. 


“LUG-PLUG” 


Similar in design to the “Littel-Plug’ (described page 1,) except 
two small solder lug terminals. Same molded handles as used on 
“Littel-Plug”; metal handle, bright nickel plated, only 1” long. 
Fits all standard jacks; a quality item at an economical price. 
See drawing for details. 

The #385 is a special plug designed for Bell & Howell equip- 
ment which requires a plug with .206” diameter sleeve; short 
handle but has built in cable clamp. 


Available At All Leading Electronic 
and Radio Parts Jobbers 


SPECIFICATIONS 


SLEEVE, TIP AND BODY: All ma- 
chined from brass, bright nickel 
plated. 


SLEEVE TERMINAL 
TIP TERMINAL 


TERMINALS: Solder lug type—brass, 
hot tinned. Screw type—steel, cad- 
mium plated. 


HANDLES: Shielded type—brass, 
bright nickel plated. Lug Plugs— 
ethyl cellulose. All others molded 


bakelite—%4” diameter. STRAIN AGL 


“PHONE PLUGS” 


“PHONE PLUGS" 


2-Conductor 

[PART | U.S.A. 

NO. LIST PRICE DESCRIPTION 

40 $0.75 Screw Terminals—2\4" long Black Bakelite Hdl.| 
45 $0.75 Screw Terminals—2¢" long Red Bakelite Hdl. 
49 $1.50 “Silent Plug’’—Similar to No. 40 except 

features circuit closing device. 

70 $1.20 Screw Terminals—2}44” long Shielded Handle. 
160 $0.90 Screw Terminals—1’’ long Shielded Handle. 
169 $1.75 Same as No. 49, but 1” long Shielded Hdl. 

j=} 

170 $1.65 Screw Terminals—Shielded Handle similar to 
No. 70 except two-piece handle with built-in 
cable clamp (for 14’ cable). 

180 | $1.05 Special—Same as No. 160 except wide in- 
sulator between tip and sleeve permits use 
in 3-Conductor Jack without shorting sleeve 
and ring circuits. 

475 $1.95 Shielded Handle Mil Type PJ-636. Similar 
to No. 70 except two-piece handle with built- 
in cable clamp. Handle 134’ long. 

3-Conductor 

60 $1.05 Same as No. 190 except 2% long Black 
Bakelite Handle. 

90 $1.30 Same as No. 190 except 1” long Shielded 
Handle. 

| 190 $1.50 Solder Lug Terminals—2)%" long Shielded 
Handle. See Drawing. 

190A $1.95 Solder Lug Terminals, similar to No. 190 but 
two-piece handle with built-in cable clamp 
(for 4%” cable). 

Packed 6 per standard package. 
“LUG-PLUG” 

350 $0.55 Two-Conductor; Solder Lug Terminals. “| 

Black Handle. See Drawing. 
$0.55 Same as No. 350 except Red Handle. 

380 $0.70 Same as No. 350 except 1” long Shielded 
Handle. 

385 $1.00 Two-conductor; Solder Lug Terminals. 1” long 
Shielded Handle, .206” diameter sleeve and 
tip, mates with S-11 and S-128 Jax. 


LZAINSULATING TUBE 


NO.70 @ 160°PLUGS” 


TIP TERMINAL 


‘SLEEVE TERMINAL 


INSULATING TUBE 


NO. 


I70"°PLUG" 


SW\TUALRAET 
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Packed 10 per standard package. 
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TIP TERMINAL 
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“TINI-PLUGS” 


” “ 
“TINI- ” TINI-PLUG 
NI-PLUGS A real sub-miniature 2-conductor Phone Plug, designed for use 
U.S.A. PART with the new “Tini-Jax". 
DESCRIPTION LIST PRICE NO. Actually about % the size of Switchcraft's ‘‘Littel-Plugs” (See Page 
: 5 1), yet retaining its well known features. Average net weight % oz. 
Black Tenite Handle, Screw Terminals. $0.75 | 740 1. Various Terminal combinations, for example: 
Red Tenite Handle, Screw Terminals $0.75 | 745 (a) Dual purpose sleeve terminal which may be clamped 
: 1 over metal braid of shielded cables; provides cable an- 
Black Tenite Handle, Clamp-lug $0.70 | 750 .chor and can be easily soldered for a perfect electrical 
Red Tenite Handle, Clamp-lug $0.70 755 connechon. 
(b) Screw terminal design (no cable clamp) for cables ter- 
Shielded Handle, Screw Terminals $1.05 770 minated in terminals that can be more suitably connected 
by screws. 
ield : i 
Shielded’ Handle, Clamp-lug $1.00 780 2. One-piece tip rod staked into mating terminal; no disassem- 


bly of tip during use of plug. Terminals and body of plug all 
interlocked mechanically. 


3. Available in Black or Red Tenite Handles, also with brass 
Nickel Plated Handles for shielding. Can be used with cable 
up ot 3/16” O.D. 


SPECIFICATIONS 
SLEEVE, TIP, AND BODY: All machined from brass, Bright 
Nickel Plated. 


Packed 10 per standard package. 


“0-80 SCREW 
TIP TERMINAL 9! 


TERMINALS: Brass, hot tin dipped. Solder lug or screw type 
(Screws #0-80). 

HANDLE: Molded type—Black or red Plastic. 
Shielded type—Machined Brass, Bright Nickel Plated. 


TERMINAL 


1% 


NO. 740°TINI PLUG NQ750*TINI PLUG” 


“FLAT PLUG” 


FLAT PLUGS 


Ideal for use where conventional long handled plugs are not 
suited to design of equipment. Ruggedly built, both 2 and 3-con- 


“FLAT PLUG” ductor types, incorporate the following features: 


2-Conductor 1. A removable Plastic cap, permitting easy assembly of wire 


USA leads to either screw or solder lug terminals. Adapter clips 
on types 220 and 225 make it convenient to clamp standard 
- phone tips to the terminals. 

2. Terminals and body of plug are mechanically interlocked 
eliminating probability of any shifting. 
| Black Handle. Solder Lug Terminals | _—«$0.85 =i 3. The cover is made of Black or Red Tenite II; the remainder 
| Shielded Handle, Solder Lug Terminals. | $0.95 | of the plug is a rugged assembly of all metal parts. 
4. The one piece tip rod is staked into the tip terminal to in- 
sure tightness; no disassembly of tip during use of the plug. 
3-Conductor . High grade insulation throughout. 


. Terminal identification permanently stamped into base 
Special: .206” Dia. sleeve and tip. Black plate adjacent to each terminal. Letter “'T’’ denotes tip con- 
Handle. Screw Term. nection; ‘’R’’ denotes Ring Sleeve; the “'S’ terminal is the 
Red Handle. Screw Type Terminals sleeve or body connection. 

Special: .206” Dia. sleeve and tip. Red 7. Our molds for the attractive Cover, have been so designed 
Handle... Screw Term. that inserts can be added to mold in the customer’s name 
5 or trade mark, providing the purchase quantities make it 

economically feasible. 

Shisided Handles, Solder lugiretminsls: 8. Part Nos. $-230 and S-235 are commercial versions of Mili- 

Red Handle. Solder Lug Terminals tary Type PJ-068 (Switchcraft No. 480) plug. Mate with 

S-12B, S-13B, M-444, MT-342B, MT-344B and others. 

Shielded Flat Plugs, Nos. 228 and 238, feature a nickel plated 

steel handle, with built-in cable clamp. Accommodates 

cables from .210” o.d. to .250” o.d. Ideal for use in music 
equipment. 


Quy 


SLEEVE 
TERMINAL 


SPECIFICATIONS 


FLAT PLUG—TIP ROD AND SLEEVES: Machined from Brass, 
Bright Nickel Plated; 


, ais SEEMNAL TERMINALS: Brass, hot tin dipped. HANDLE: Black or Red 
Le SNEWS plastic except Nos. 228 and 238 —steel, Bright nickel 
BODY TERMINAL plated. 


Sui - 
TERMINAL 


238 


Tip 
TERMINAL 
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*MICRO-PLUGS"’ 
U.S.A. 
PART NO. LIST PRICE DESCRIPTION 
850 Two conductor solder lug terminals. 


Sleeve terminal has cable clamp. Black 
anodized aluminum shielded handle. 


Same as No. 850, except red anodized 
aluminum shielded handle. 


855 $0.75 


880 $0.75 Same as No. 850, except natural ano- 
dized aluminum shielded handle. 


Packed 10 per standard package. 


SLEEVE TERMINAL 


TIP TERMINAL 
NO. 850 


MICRO-PLUG 


“LOCK-PLUG” 


PART NO. DESCRIPTION 


Two-conductor. Solder lug terminals; 
Sleeve terminal has cable clamp. Similar 
to Switchcraft No. 280 “‘Littel Plug’. 


Three-conductor. Solder lug terminals; 
Sleeve Terminal has cable clamp. Similar 
to Switchcraft No. 297 “Littel Plug’. 


“LOCK-EXTENSION-JAX” 


Two-conductor. Solder lug terminals; 
Sleeve terminal has cable clamp. Similar 
to Switchcraft No. 121 “Extension-Jax’’. 
Mates with #282 “LOCK-Plug”. 


Three-conductor. Solder lug terminals; 
Sleeve terminal has cable clamp. Similar 
to Switchcraft No. 131 “Extension Jax’’. 
Mates with #298 ““LOCK-PLUG”. 


Packed 5 per standard package. 
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“MICRO-PLUGS” 


“MICRO-PLUG” 

An ultra-miniaturized 2-conductor Phone Plug, designed for use with 
the new “MICRO-JAX,” Part No, TR-2A. Actually 1/25th the size of 
standard phone plugs and yet...retains the uniformity, dependa- 
bility and quality construction of the famous Switchcraft “Littel 
Plugs” and ‘“‘Tini-Plugs.” The New "“MICRO-PLUG” features: 

© Dual purpose sleeve terminal which may be clamped over metal 
braid of shielded cables; provides cable anchor and can be eas- 
ily soldered for a perfect electrical connection. 

Accommodates cables up to 7/64” o.d. diameter. 

Nylon insulation between tip and sleeve circuits, 

Terminals and body of plug all interlocked mechanically. 
Available in Black, Red or Natural anodized aluminum handles. 
Various molded cable assemblies utilizing the micro-plug are now 
available. See catalog M-701. 


SPECIFICATIONS: 
TIP and SLEEVE: Machined Brass, Bright Nickel Plated. 


INSULATION: Molded Nylon. 
SLEEVE TERMINAL: Brass, hot tin dipped. 
HANDLE: Anodized Aluminum. 


“LOCK PLUG” 
“LOCK-EXTENSION-JAX" 


A locking device designed into a Phone Plug and Extension Jax 
now makes it possible to “lock” the connection after the Plug has 
been fully inserted into its mating panel Jack or Extension Jax. 


DESIGN FEATURES 


l. A modified “Littel Plug’, 2-conductor or 3-conductor, with a 
Coupling Ring that can be threaded to the thread projection of 
the mating panel Jack or to the threaded-end of the LOCK- 
Extension Jax. 

2. “Lock Plug” makes proper contact to mating Jack without tight- 
ening or attaching coupling ring, in instances when a rapid 
disconnect may be desired. 


3. “LOCK-Extension-Jax” available in both two- and three-conduc- 
tor designs. 

4. “LOCK-Extension-Jax” also will mate properly with standard 
phone Plugs, where no “lock’’ requirement exists. 


5. “Lock Plugs”, completely Shielded, have all the other features 
of the Switchcraft “'Littel Plugs’ #280 and #297, respectively. 


6. “LOCK-Extension-Jax, completely shielded, have all the other 
features of the new Switchcraft Extension Jax NO’s. 121 and 
131, respectively, The outside diameter of the body of the Jack 
is the same as the body of the mating "Littel Plug”. 


. Lock-Plug will fit any standard jack that has a %"-32 thread 
bushing with 3/32" of the bushing exposed. 


SPECIFICATIONS 


“LOCK-PLUG” “LOCK-EXTENSION-JAX” 
TIP ROD, BODY, HANDLE, AND COUPLING HOUSING (OR SLEEVE) AND HANDLE — 
RING — Brass Nickel Plated. Brass Nickel Plated. 


TERMINALS — Brass Hot Tin Dipped. Solder TERMINALS — For sleeve, steel cadmium 
lug design, cable clamp part of sleeve plated. For tip and ring, integral port of 
terminal. tip and ring springs. 

INSULATION — Paper Base Phenolic and SPRINGS — Spring tempered nickel silver. 


Kraft-Acetate Tubing. INSULATION — Molded Nylon insert. Paper 
Base Phenolic Terminal Washer. 


“LITTEL-PLUGS” 
“EXTENSION JAX” 


MIL TYPES 


Designed especially for high quality communication equipment 
and to meet tke exacting requirements of the armed services. 
Featuring a one-piece tip rod and a one-piece sleeve and plug 
body, which are assembled together into a mold as inserts; 
providing a finished plug with complete continuity of thermo- 
plastic insulation between the tip rod and the plug sleeve. Internal 
(invisible externally) interlock to mechanically engage the metal 
and plastic components provides a realistic lock to prevent parts 
shifting in position, 

Design and material strictly in accordance with the National 
Military Establishment Specification MIL-P-642(A). MIL type num- 
ber stamped on handle as shown; manufacturers trade mark (as 
required in Pura 3,12 of specification) is metal stamped into the 
plug body under the handle. 


The No. 410 Plug and No. 810 Jax are often referred to as 
“Throat Microphone Plugs and Jacks.’ After wiring, shells must 
be cemented and clamped until dry. 


A rugged cable jack designed to meet the requirements of the 
NME Specification MIL-J-641(A), type No. JJ-026. 


A long body accurately machined from brass rod, supports the 
rigid stack assembly of spring tempered Nickel Silver springs. 
The springs produced from raw material of strict Switchcraft 
specification in our own specially designed tools are insulated 
by phenolic spacers and tubing and firmly assembled to the body 
by stainless steel screws. Mates only with MIL plug types PJ-054 
and PJ-540. 


"Strain Helief Clamp” — The plugs and jack have been so 
designed that a cord strain relief can easily be applied by using 
a U-shaped metal clamp. See inset drawing below and table 
for listing. 


PLUGS 


TIP ROD, BODY AND SCREWS: 
Machined from Brass, natural finish. 

TERMINALS: H.H. Brass, hot tinned. 

INSULATION: Ethyl Cellulose, type 
EM-I per MIL-P-3412. 

HANDLES: Plastic — same as plug 


U.S.A. 
LIST 
PART NO. PRICE DESCRIPTION 
410 $0.60 Two conductor—Solder Cup—Type PJ-291 (Old Sig- 
nal Corps No. PL-291)—Mates with No. 810 (JJ- 
048) Jack 
*430 $1.40 Two-conductor — Screw Terminals. Dimension "A" 
Va"'—Black Plastic Handle—Type PJ-054B (Old Sig- 
nal Corps No. PL-54) 
*435 $1.40 Same as No. 430, except Red Plastic Handle—Type 


PJ-054R (Old Signal Corps No. PL-354) 
Two-conductor—Screw Terminals—Black Plastic Han- 
dle—Type PJ-055B (Old Signal Corps No. PL-55) 
Two-conductor—Screw Terminals—Red Plastic Han- 
dle—Type PJ-055R 

Same as No, 430, except—Type PJ-540B Dimension 
"A" 9/32" (13/32" deep). (Old Signal Corps No. 
PL-540) Black Plastic Handle 


440 $1.40 


445 $1.40 


*455 $1.40 Same as No. 435, except—Type PJ-540R Dimension 
"A" 9/32" (13/32" deep) Red Plastic Handle 
470 $2.00 Two-conductor—Screw Terminals—Shielded Handle 


—Type PJ-055M (Old Signal Corps No. PL-125) 
480 $3.60 Three-conductor—Screw Terminals — Black Plastic 
Handle—Type PJ-068 (Old Signal Corps No. PL-68) 
$0.85 
P-1074-1 for PKG. Strain Relief Clamp, Nickel Plate Brass 


of 25 


| Two-conductor—Solder Lug — Type JJ-048 (Old 
Signal Corps No. JK-48), mates with No. 410 (PJ- 

291) Plug 

Two-conductor—Screw Terminals—Black Plastic Han- 

dle—Type JJ-026 (Old Signal Corps No. JK-26) 

* Mates with No. 820 (JJ-026) "Extension Jax" 


Packed 10 per standard package. 
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EXTENSION JAX 


BODY AND TERMINAL SCREWS: 
Machined from brass, natural finish. 
SPRINGS: Punched from special alloy 
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440 
LITTEL PLUG 


nickel silver. 


STACK INSULATION: Phenolic spac- 
ers—punched type PBE-P per MIL- 


P-3115A. Phenolic tubing, type PBE 
per MIL-P-79A. 
HANDLE: Same as plug handles., 
STACK SCREWS: Machined from 


stainless steel. 


LITTEL PLUGS 820 EXTENSION JAX 


GENERAL OFFICES AND PLANT 
5555 N. ELSTON AVE, 
CHICAGO 30, ILLINOIS, U.S.A. 
Tel: SPRING 4-1515 


“LITTEL PLUGS” 
“TWIN-PLUGS” 
MIL TYPES 


Similar in design to other MIL Type “Littel-Plugs” manufactured 
by Switchcraft, featuring a one-piece tip rod and a one piece sleeve 
and plug body, which are assembled together into a mold as in- 
serts; providing a finished plug with complete continuity of thermo- 
plastic insulation between the insulated plug elements. Internal 
(invisible externally) interlock to mechanically engage the metal 
and plastic components and provides a realistic lock to prevent 
parts shifting in position. 


Design and material strictly in accordance with the National 
Military Establishment Specification MIL-P-642 (A), MIL type num- 
ber molded or stamped on handle, manufacturer's trade mark (as 
required in MIL specification) appears on the plug body. 


The internal threads in the ends of the NO'S. 420, 425, and 482 
"Littel-Plugs” are intended for engagement with an external thread 
on cable covering, to provide a cable anchor. 


Individual plugs, manufactured in same exacting manner as 
described above, are placed into handles to provide a double or 
"Twin-Plug”. Acutally two electrically independent two-conductor 
plugs, spaced %” center to center, with self-alignment feature. 
No. 411 “Twin-Plug” has provision for use of Cord Clamp No. 


8-2674. No. 412 ‘‘Twin-Plug’ has external Cord Anchor. No. 413 
“Twin-Plug” has a molded black handle, notched for polarity 
identification. Engineers will welcome the opportunity to check 
tip circuits while No. 413 plug is inserted in jack by simply touching 
probes to retainer screws. Retainer screws, at rear of plug, are com- 
mon to the two tip circuits and are coded for ease of identification. 


For List of Many Other MIL Type “Littel-Plugs”, Refer to page 5. 


er: *A4l3 TWIN PLUG 


Tip Rod, Ring Sleeve, Body, Screws—Machined 
from Brass, Natural finish, except #412 
Handle Screws are Steel Irid. Irid. over 
Cadmium. 


Body Retaining Screws: Part No. 413, only. 
Steel-Coded, Nickel plated and Copper 
flash. 

Plug Frame: Part No. 413 only. Die cast zinc, 
Nickel plated. 


[COPPER PLATED] 


Terminals—Brass, hot tinned. (The latest MIL 
Specifications no longer specify terminals; 
the terminal we furnish is the type often 


PART NO. DESCRIPTION 


420 Two-conductor — Screw Terminals — 
Black Handle — Type PJ-047B 
(Sim. WE 347B) (Old Signal Corps PL-47) 


Two-conductor — Screw Terminals — 
Red Handle — Type PJ-047R 
(Sim. WE 347A) (Old Signal Corps PL-48) 


Three-conductor — Screw Terminals — 
Red Handle — Type PJ-051 
(Sim. WE310) (Old Signal Corps PL-51) 


Two electrically independent 2-conductor 
Plugs — Black Handle — Type PJ-327 
(Old Navy No. 491242) Provision for 
internal cord clamp (not included). 

Two electrically independent 2-conductor 
Plugs — Black Handle — (Old MIL Type 
PJ-289) (Sim. WE 289B) External Cord 
Anchor 


Three circuit plug with two electrically 
independent tip circuits—black handle. 
Interchangeable with W.E. 241, PJ-241 
and Trimm 506. 


Strain Relief Clamp, Natural Brass. For 
use only with #411 Twin Plug. 


“LITTEL-PLUGS” packed 10 per standard package. 
“TWIN-PLUGS” packed 2 per standard package. 
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referenced as TM-89). 


Insulation—Ethyl Cellulose, type EM-1 per 
MIL-P-3412. 


Handle: Ethyl Cellulose on No. 411 and No. 
412. Type PBE Phenolic on Nos. 420, 425, 
and 482, Per MIL-P-79, Molded Black Phe- 
nolic on No. 413. 


We reserve the right to change the prices, specifications and/or part numbers 
contained herein when circumstances make it necessary. 


#2 TERMINAL SCREWS. 


*412 TWIN PLUG 
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